














High Capacity Pumps

High Capacity Turbine Pumps
Model | Description

STP3 3 hp 6" STP, three-phase 208-230 VAC
STP5 5 hp 6" STP, three-phase 208-230 VAC
STP5H" 5 hp 6" STP, three-phase 460 VAC
STP5G” 5 hp 6" STP, three-phase 575 VAC

Note: For riser pipe lengths 33" to 60", adder charge applies.

“Please call customer service for lead time on this item.

Alcohol-Gasoline Units

Description

Submersible Pumping Systems

STPAG3 3 hp AG 6" STP,208-230 VAC
STPAGS 5 hp AG 6" STP, 208-230 VAC
STPAGSH" 5 hp AG 6" STP, 460 VAC
STPAG5G" 5 hp AG 6" STP, 575 VAC

Note: For riser pipe lengths 33" to 60", adder charge applies.

“Please call customer service for lead time on this item.

Length Adder

401190911 Additional charge for pump lengths (A) from 132" to 170"
401190914 Additional charge for pump lengths (A) from 171" to 200"
Note: Model length (A) is defined on page 38. Model length (A) can be a minimum of 60" to a maximum of 200".

Factory Installed Options

401165905 Syphon system (when purchased with STP)
401227001 Floating suction adapter; 3" male NPT (must be ordered with STP)
R Model R relief valve factory installed, for Veeder-Root PLLD

Field Installed Options
Model | Deseription

STP-CB3 3 hp, 208-230VAC, 60 Hz, three-phase motor starter, 120 VAC coil

STP-CB5 5 hp, 208-230 VAC, 60 Hz, three-phase motor starter, 120 VAC coil

STP-CB5G 5 hp, 460 VAC, 60 Hz, three-phase motor starter, 120 VAC coil

STP-CBB5H 5 hp, 575VAC, 60 Hz, three-phase motor starter, 220 VAC coil

STP-SCIII Three-phase smart controller, 120 VAC coil (when ordered with a 6" high capacity STP)"
STP-SCIII Three-phase smart controller, 120 VAC coil (when ordered without a 6" high capacity STP)

Note: Three-phase smart controller is compatible with FE Petro 208/230 Volt 3 and 5 hp high capacity STPs and like competitive
makes. Not available for 460 or 575 Volt models.

*When purchasing STP-SCIII in equal quantities of fixed speed 6" STPs, the STP-SCIII will be invoiced at special discount pricing.
6" STP Extractable

(less manifold, riser and PMA)

Description

HCPEXT-XXX-XX 6" fixed length extractable
HCPAGEXT-XXX-XX | AG compatible 6" fixed length extractable
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