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Submersible Turbine Pumps

Mechanical Line Leak Detector
(for use with 4" STPs)*

MLD Repair Parts and Accessories
Part Number Description
400440101 MLD vent tube

400449901 MLD hardware pack, fittings and documentation

400518001 Leak detector adapter tee

Part Number Description
400500901 STP-MLD for gasoline, blue

400501901 STP-MLD-D for diesel or kerosene, tan

400502901** STP-MLD-E for expandable piping, grey
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Notes: 1. MLD and MLD-E models are compatible with fuel mixtures containing up to 100% ethanol or methanol with gasoline, 
diesel fuels, and 20% MTBE, 20% ETBE or 17% TAME with gasoline.

2. MLD-D models are listed for compatibility with diesel fuels and kerosene applications only.
3. All above models will only mount in the 2" NPT leak detector port of a 4" submersible turbine, including competitive 

models, or in a leak detector adapter tee (sold separately below).
*Designed for limited flexible piping systems with low bulk modulus, consult factory before ordering.
**Refer to STP-MLD installation manual for complete compatibility specifications.

Single Pack

Three Pack

Part Number Description
400500903 STP-MLD for gasoline

400501903 STP-MLD-D for diesel or kerosene

400502903** STP-MLD-E for expandable piping

400503903 COMBO, contains two STP-MLDs and one STP-MLD-D




