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High Capacity Pump Controllers

STP-SCIII Three-Phase Smart Controller*

Notes: 1. One STP-SCIII required per submersible, relay rated for 30 Amps.
2. STP-SCIII models do not utilize the pump motor thermal overload wiring (blue leads).

*STP-SCIII is compatible with FE Petro 3 and 5 hp submersibles and competitive makes except the 460 and 575 Volt models. 
When purchasing STP-SCIII in equal quantities of fixed speed 6" STPs, the STP-SCIII will be invoiced at special discount pricing.

Part Number Description
5800103200 STP-SCIII three-phase smart controller (when purchased with a 6" STP)

5800103200 STP-SCIII three-phase smart controller (when purchased without a 6" STP)

STP-SCIII Repair Parts
Item Part Number Description

1 223878101 Three-phase relay, 120 Volt coil

2 223905901 Logic board assembly

3 223910901 208-230 Volt power board assembly 1
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STP-SCIII Three-Phase Smart Controller Standalone Wiring Diagram
SUBMERSIBLE (STP)

CONNECTOR
PLUG

Note: See product installation instructions for further details.  Wiring must conform to all federal, state and local electrical codes.  
Motor control panel is for non-hazardous location use only.
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208-230 VAC, 60 Hz
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