
Transition Sleeve Assembly TSL-005 
Installation Instructions

Follow all federal, state and local laws governing the installation, testing and inspection of this product and 
its associated systems.  When no other regulations apply, follow NFPA codes 30, 30A and 70 from the National 
Fire Protection Association.  Failure to follow these codes could result in severe injury, death, serious property 
damage, environmental contamination and/or system degradation. 

Warning

Procedure
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1.  The transition sleeve requires a top boot assembly 
(TST-XXX-D/SC), a bottom boot assembly (TSB-
XXX-D/SC) and a transition sleeve assembly 
(TSL-005).  Selecting the correct conýguration is 
important, please contact an APT representative at 
1-800-225-9787 if you have any questions about 
boot selection or possible conýgurations.

2.  Decide where the appropriate location for the 
below/above ground transition will be.

Note:  If the site plans call for a ducted system, the 
four foot piece of DCT-400 included in the 
TSL-005 assembly may be discarded and the 
system duct attached directly to the bottom of 
the TSL assembly.

3.  Place a hose clamp over the end of the DCT-400 
ducting. 

4.  Place another hose clamp toward the end of the 
ducted pipe and secure the bent bar between the 
two clamps.  Slide the product pipe through the 
ducting as shown below until there is plenty of 
extra piping for connecting into a hard pipe.  This 
step provides the correct bend radius to the pipe.

5.  Determine the grade level.  The overall height of 
the transition sleeve can be adjusted by cutting the 
plastic sleeve.  If you do cut the plastic sleeve, de-
burr all of its rough edges before proceeding with 
installation. 

6.  The transition from below to above ground should 
be at, or near, the bottom boot as shown in Figure 
1 to support the steel spool and limit stress on the 
bottom boot and plastic sleeve. 

7.  Tighten the rubber boot (P/N 434-122-00) onto 
the plastic sleeve with the single hose clamp as 
shown.

8.  Slide the other end of the rubber boot over the 
piping and connect it to the duct by tightening the 
two hose clamps as shown below.




